










EAGLE20

Product description EAGLE20 TX/TX EAGLE20 TX/MM EAGLE20 TX/SM EAGLE20 MM/TX EAGLE20 MM/MM

Order No. 943 987-001 943 987-002 943 987-003 943 987-004 943 987-005

Mechanical stability

IEC 60068-2-27 shock 15 g, 11 ms duration, 18 shocks

IEC 60068-2-6 vibration 1 mm, 2 – 13.2 Hz, 90 min.; 0.7 g, 13.2 – 100 Hz, 90 min.; 3.5 mm, 3 – 9 Hz, 10 cycles, 1 octave/min.; 1 g, 9 – 150 Hz, 10 cycles, 1 octave/min.

EMC interference immunity

EN 61000-4-2 electrostatic discharge (ESD) 6 kV contact discharge, 8 kV air discharge

EN 61000-4-3 electromagnetic field 10 V/m (80 – 2000 MHz)

EN 61000-4-4 fast transients (burst) 2 kV power line, 1 kV data line

EN 61000-4-5 surge voltage Power line: 2 kV (line/earth), 1 kV (line/line)

EN 61000-4-6 conducted immunity 3 V (10 kHz – 150 kHz), 10 V (150 kHz – 80 MHz)

EMC emitted immunity

EMC emitted immunity FCC CFR47 part 15 class A; EN 55022 class A

Approvals

Safety of industrial control equipment cUL 508 (pending)

German Lloyd German Lloyd (pending)

Scope of delivery and accessories

Scope of delivery Device, terminal block, operating instructions, CD-manual

Accessories* Rail power supply RPS 30, RPS 80 EEC, RPS 120 EEC, terminal cable, network management Industrial HiVision, modem cable,  
auto configuration adapter ACA 21-USB, 19" rack mount kit

*must be ordered separately


